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INTERMEDIATE DIAPHRAGM SIZES

ALL INTERMEDIATE
CONNECTIONS
GIRDER INTERMEDIATE
DEPTH DIAPHRAGMS
920 MC460 X 64
840 MC460 X 64
760 C380 X 50
690 C380 X 50
610 C310 X 31
530 C250 X 23
460 C200 X 17
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NOTES

DIAPHRAGMS SHALL BE HORIZONTAL EXCEPT WHEN THE
DIFFERENCE IN ADJACENT GIRDER ELEVATIONS IS OF A
MAGNITUDE THAT NECESSITATES SLOPING THE DIAPHRAGMS.

WHEN DIAPHRAGMS ARE SLOPED, PLACE CENTER OF
DIAPHRAGM AT MID-DEPTH OF GIRDER.

ALL BOLTED CONNECTIONS SHALL BE MADE WITH M20 HIGH
STRENGTH BOLTS. (A.S.T.M. A325M)

FOR CONNECTION BAR CORNER CLIPS & WELD DETAILS SEE
"CONNECTION STIFFENER DETAILS" ON STD. 24.2

ALL DIMENSIONS ARE IN MILLIMETERS UNLESS SHOWN
OTHERWISE.

ROLLED GIRDER DIAPHRAGMS
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